: WSD050801-B.dwg

Cad Ref.

0.125 THK. POLYTHENE SHEETING—

FALL 1 IN 40

75 THK. GRADE 30/20D CONC. SLAB—‘

BUILDING LINE——

0

P < ‘ P
4 B LA
<
, RIERN esenszicen
? A TR J
4 75 THK. GRANULAR SUB-BASE
. L 4
A 4 4
[
SLOPING VERGE
0
il
0.125 THK. POLYTHENE SHEETING — T
o
75 THK. GRADE 30/20D CONC. SLAB g/
1k
4 <1 ‘ fa 4
= z
75 THK. GRANULAR SUB-BASE— Lﬂ
0.125 THK. POLYTHENE SHEETING—
75 THK. GRADE 30/20D CONC. SLAB
_‘ LEVEL VERGE
Y
< 4 RIRIR
4 a 2 4
50
75 THK. GRANULAR SUB-BASE
GENERAL DETAIL — FOOTWAY
B |RE-FORMATTED TO CSWP WK. CHU |14/11/03
o 100 200 300 400 500 mm A |GENERAL REVISION W.K. CHIU | 26/6/00
|||||||| | L | L |
1:10 SCALE BAR REF. REVISION APPROVED | DATE
kX B E
Water Supplies Department
TYPICAL SECTIONS AND JOINT —— —
DETAILS OF CONCRETE FOOTWAY APPROVED | o\ DRAWING No.
WSD 5.8B
B SHEET 1 OF 2
SCALE 1:10 ( )




: WSD050802—-B.dwg

Cad Ref.

|2o

BITUMINOUS JOINT SEALING COMPOUND
Al
= =
4
4
<

POLYETHYLENE TAPE 20 BITUMEN EMULSION IMPREGNATED
BOND BREAKER WOOD FIBRE COMPRESSIBLE FILLER

EXPANSION JOINT

_‘@‘_

BITUMINOUS JOINT SEALING COMPOUND

POLYETHYLENE TAPE
BOND BREAKER

CONTRACTION JOINT

NOTES :

1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. THE CONCRETE SURFACE SHALL BE BRUSHED FINISH.

3. CONCRETE FOOTWAYS AND PAVED AREAS SHALL BE LAID IN BAYS NOT EXCEEDING 20mZ WITH MAXIMUM SPACING OF
JOINTS NOT EXCEEDING 15m, EVERY THIRD JOINT TO BE AN EXPANSION JOINT.

4. FOOTWAY JOINTS SHALL COINCIDE WITH OTHER JOINTS FORMED IN THE KERB AND CARRIAGEWAYS.
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