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Cad Ref.

| 290

12 X 12 X 9.5 THK. STAINLESS STEEL STOPPERS
(1 NO. AS SHOWN, 1 NO. ON OPPOSITE SIDE)

TO BE WELDED AFTER TIGHTENING OF FIRE HYDRANT
CONNECTION

1000

ASSEMBLY

DETAIL ‘3’

NOTES :

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS
OTHERWISE STATED.

2. ALL MACHINED SURFACES ARE MARKED THUS ‘.

——80 TAPER THREAD
TO BS 21

88 0.D. X 65 I.D.

RUBBER GASKET

3" B.S.P.

8105

¢80 STAINLESS STEEL PIPE

ROUND THREAD 2 T.P..
SEE DETAL ‘3’

8110 122,

122

S.S. CHAIN
‘ 60 14,16
18) 24
»

DETAIL "1

75 0.
RUBBER INSERTION PIECE

D. X 6 THICK

TYPE |l DUCTILE IRON CAP

X 6 THK.

——

DETAIL "2
BRONZE FIRE HYDRANT CONNECTOR

857
$60.7

ROUND THREAD 2 TP..
(SEE DETAL ‘3"

3. ALL STANLESS STEEL PIPES TO BE IN GRADE 316. A |GENERAL REVISION KH HO | 3/2/21
REF. REVISION APPROVED | DATE
X B =E
SWAN NECK FIRE HYDRANT Water Supplies Department
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