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TYPICAL PATTERN OF DETECTABLE WARNING TAPE
SCALE 1 : 5
TOP LAYER IS BRIGHT BLUE IN
COLOUR TO BS5252F CODE 20E53
0.1 THK, POLYETHYLENE SEALING
LAYER WITH PRINTED WARNING TEXT
AND WSD LOGO IN BLACK
/—50 WIDE x 0.075 THK. ALUMINIUM FOIL
0.5 THK. BASE
LAYER OF POLYETHYLENE
CROSS SECTION OF DETECTABLE WARNING TAPE
N.T.S.
F.G.L
;Z SMALL DIAMETER WATER PIPE
IDENTIFICATION TAPE —— DETECTABLE WARNING TAPE
L J Ep— \éVgS$PED ONTO THE PIPE
2 DETALL '1°
N.T.S.

NON-METALLIC WATER P'PE_% —— DETECTABLE WARNING TAPE FIXED ONTO
R THE PIPE BODY BY USE OF ADHESIVE TAPE
RO AT 5m C/C (FOR SMALL DIAMETER PIPE
SEE DETAIL ‘1)

LAYING OF THE IDENTIFICATION TAPE AND DETECTABLE
WARNING TAPE ABOVE NON—METALLIC WATER PIPE
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—— STAINLESS STEEL CLAMP FOR FIXING THE DETECTABLE

F.GL. WARNING TAPE AT THE VALVE PIT WALL
\Z
Ha <
N 1 B VALVE PIT
- (SEE DRG. NO. WSD 1.10)
DETECTABLE WARNING TAPE < _’7'[_' .
WITH ALUMINIUM FOIL INSIDE 1

If DETECTABLE WARNING TAPE

WITH ALUMINIUM FOIL INSIDE
—E==

a4 7 |~NON METALLIC WATER PIPE

SECTIONAL ELEVATION

(IDENTIFICATION TAPE IS NOT SHOWN FOR CLARITY)

DETECTABLE WARNING TAPE DETECTABLE WARNING TAPE
WITH ALUMINIUM FOIL INSIDE WITH ALUMINIUM FOIL INSIDE

4 < 4

E======1 fir=====4

| DETECTABLE WARNING TAPE
FOLDED TO BY-PASS THE VALVE

AND FIXED ONTO THE PIT WALL VALVE PIT (VALVE AND PIPE
BY USE OF ADHESIVE TAPE Tz NOT SHOWN FOR CLARITY)

—STAINLESS STEEL CLAMP

PLAN
TERMINAL CONNECTION POINT FOR DETECTABLE WARNING TAPE AT VALVE PIT

(TAPE TO BY—PASS THE VALVE AS SHOWN)

|
$ VALVE PIT COVER FOLDED BACK (DO NOT CUT)
PLAIN WASHER | = »
WING NUT: A t PIN
i=
< _=— CLAMP BASE

f = / | RAWL PLUG
ii/<— VALVE PIT WALL

SPRING WASHER p DETECTABLE WARNING TAPE
PIERCING PLATE N

ASSEMBLY OF DETECTABLE WARNING TAPE AT VALVE PIT

NOTES :
1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. WSD LOGO AND WARNING TEXT ARE NOT SHOWN ON THE DETECTABLE WARNING TAPE FOR CLARITY.

3. DETECTABLE WARNING TAPES SHALL BE LAID CONTINUOUSLY ALONG ALL NEW NON-METALLIC WATER MAINS WITH THE PRINTED
PATTERN FACING UPWARD.

4. TERMINAL CONNECTION POINTS SHALL BE PROVIDED AT THE INTERNAL FACE OF VALVE PITS AT REGULAR SPACING NOT

EXCEEDING 200m OR AT LOCATIONS AS INDICATED ON THE DRAWINGS.
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