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Cad Ref.

REDUCING SOCKET — 825 PIPE
$15 PIPE——

$15 SAMPLING TAP

90" ELBOW

$25 PIPE WITH RP1 EXTERNAL
THREADS TO BS 21

Qs STEEL OR D.l. BLANK FLANGE DRILLED AND
%o TAPPED WITH RP1 INTERNAL THREADS TO
=2 BS 21 AT CENTRE
q _ ' |
| |
N

DN100 FLANGED TEE FROM INLET OR
OUTLET PIPE FLANGE TO PN16 DRILLING

OUTLET OR INLET PIPE
AS APPROPRIATE

SECTION A — A

< >

200 MIN. OR AS DIRECTED ‘
BY THE ENGINEER |

=——OUTLET OR INLET PIPE
AS APPROPRIATE

NOTES : P N

1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. PRESSURE RATING OF SAMPLING TAPS SHALL BE PN16.
3. EXACT LOCATION OF TAPS TO BE SHOWN ON THE CONTRACT DRAWINGS.

4. INVERT LEVEL OF SAMPLING TAPS SHOULD BE LOWER THAN THE INVERT LEVEL OF THE SERVICE RESERVOIR UNLESS
MORE THAN ONE SAMPLING TAP IS INSTALLED.
5. SAMPLING PIPES AND FITTINGS SHALL BE OF COPPER NOTE 5 ADDED AND
OR OTHER APPROVED MATERIALS. C | RE-FORMATTED TO CSWP WK. CHU | 18/7/03
B |GENERAL REVISION WK. CHIU | 26/6,/00
A |GENERAL REVISION KW. CHAN [23/11/94
REF. REVISION APPROVED | DATE
X % E
Water Supplies Department
SAMPLING TAP — T
C. DRAWING NO.
TP | sopw WSD 3.13C
DATE 9/6/92 :
SCALE NT.S. (SHEET 1 OF 2)
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CASE 1 :

CASE 2 :

CASE 3 :

\

SALT WATER
SERVICE RESERVOIR

SV.[ NRV.

SAMPLING TAP

FOR SALT WATER SERVICE RESERVOIR
WITH COMBINED INLET AND OUTLET PIPE

\

SALT WATER
SERVICE RESERVOIR

S.V. S.V.
SAMPLING TAP———@—»¢— —>¢—8——SAMPLING TAP

XSV XSV

INLET PIPE OUTLET PIPE

FOR SALT WATER SERVICE RESERVOIR
WITH SEPARATE INLET AND OUTLET PIPE

\

FRESH WATER
SERVICE RESERVOIR

SAMPLING TAPA%-\L&

Xsw.

SAMPLING TAPS

OUTLET PIPE

FOR FRESH WATER SERVICE RESERVOIR
SCHEMATIC LOCATION OF SAMPLING TAPS

SAMPLING TAP

X % E
Water Supplies Department

G.C. LEE
AD/NW

DATE 9/6/92
SCALE NOT APPLICABLE

APPROVED
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