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EARTH CONNECTION CLAMP (SEE DETAILS)

BARE COPPER TAPE WITH LABEL
(SEE DRAWING NO. WSD 2.37)
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$150 UPVC SLEEVE
FILLED WITH SAND
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PLAN

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED.
2. CONCRETE FOR PIT SHALL BE GRADE 30,/20D.

o

100] 240 100‘

$100 UPVC DUCT

NOMINAL COVER TO REINFORCEMENT SHALL BE 40mm FOR PIT AND 25mm FOR PRECAST CONCRETE COVER
UNLESS OTHERWISE SPECIFIED.

4. FOR DESCRIPTION OF REINFORCEMENT REFER TO DRAWING NO. WSD 7.1.
5. PRECAST CONCRETE UNITS MAY BE USED AS AN ALTERNATIVE FORM OF CONSTRUCTION IF APPROVED BY THE ENGINEER.
6. UNC DENOTES UNIFIED NATIONAL COARSETHREAD.
7. UPVC DUCT SHALL BE SEALED UP IN ACCORDANCE WITH DRAWING NO. WSD 7.16.
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SECTION B — B

SCALE 1 : 10

~———50 x 6 THK. BARE COPPER TAPE
(TO BE INSTALLED BY OTHERS)

HIGH STRENGTH COPPER ALLOY ROD

EARTH CONNECTION CLAMP FOR EARTHING ROD
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WSD M&E/PROJECTS DMSION
WITH REGARD TO THE SITE CONDITION
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