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-4 $100 UPVC DUCT

(SEE NOTES 5 AND 6)
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SANDWICH TYPE PLASTIC LABEL 50 x 6 THK.
((MIN. LETTERING HEIGHT 5mm) BARE COPPER TAPE
Z 2 KM K ®
9% =
= =

SAFETY ELECTRICAL CONNECTION
DO NOT REMOVE

DETAILS OF LABEL

NOTES :

—_

B

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED.
DESIGN OF ELECTRICAL EARTHING SYSTEM SHALL COMPLY WITH BS 7430 CODE OF PRACTICE FOR EARTHING.
SEPARATE INSPECTION PIT IS GENERALLY NOT REQUIRED.

COPPER PLATE ELECTRODE SHALL BE VERTICALLY SET. WHERE THE EARTHING RESISTANCE BY A SINGLE PLATE ELECTRODE IS
HIGHER THAN THAT REQUIRED, TWO OR MORE PLATES MAY BE USED IN PARALLEL.

DEPTH OF SETTING SHALL BE SUCH AS TO ENSURE THE SURROUNDING SOIL IS ALWAYS DAMP. MINIMUM SETTING DEPTH
SHALL NOT BE LESS THAN 2 METRES.

SITING OF EARTHING PLATES SHALL AVOID DRY SAND, GRAVEL, CHALK, LIMESTONE, GRANITE, VERY STONY GROUND OR WHERE
VIRGIN ROCK IS VERY CLOSE TO THE SURFACE. WHERE THIS IS UNAVOIDABLE, SOIL TREATMENT OR REPLACEMENT METHODS
SUBJECT TO THE ENGINEER'S APPROVAL ARE REQUIRED.

EARTHING EQUIPMENT SHALL COMPLY WITH WSD STANDARD SPECIFICATION E-30-02.

UPVC DUCT SHALL BE SEALED UP IN ACCORDANCE WITH DRAWING NO. WSD 7.16.
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