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Cad Ref.

3500 (OR AS SPECIFIED) '\l |

TYPE K1 PRECAST CONCRETE KERB
(SEE DRG. NO. WSD 5.4)

15 THK. 1:3 CEMENT MORTAR
300mm STEEL FLOAT FINISH EDGE TO SLAB

CONCRETE GRADE 20/20S
BED AND HAUNCH

BROOM FINISH —— MESH REINFORCEMENT
C503 x 4.34 kg/m
MIN. 1IN 40
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——0.125 THK. POLYTHENE SHEETING

150 THK. GRANULAR SUB-BASE

GENERAL DETAILS — CONCRETE CARRIAGEWAY

3500 (OR AS SPECIFIED) '\l

——150 THK. GRADE 40/20D CONCRETE SLAB

751125
&

TYPE K1 PRECAST CONCRETE KERB
(SEE DRG. NO. WSD 5.4)

——15 THK. 1:3 CEMENT MORTAR
TACK COAT
50 THK. 20mm NOMINAL SIZE WEARING COURSE

MIN. 1 IN 40
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150 THK. GRANULAR SUB—BASE
0.125 THK. POLYTHENE SHEETING
CONCRETE GRADE 20,/20S
BED AND HAUNCH 120 THK. LEAN CONCRETE ROAD BASE
GENERAL DETAILS — FLEXIBLE CARRIAGEWAY
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Cad Ref.

5 x 25 REBATE SEALED WITH APPROVED
BITUMINOUS SEALING COMPOUND HOT
WEATHER GRADE

MESH REINFORCEMENT
CONCRETE SLAB

—— #12 M.S. TIE BARS 1000 LONG AT
600 C/C PLACED AT MID—DEPTH

POLYTHENE SHEETING ——
| EQUAL

SUB-BASE

| EQUAL |

LONGITUDINAL JOINT

$20 M.S. DOWEL BARS 600 LONG AT 300 C/C PAINTED OVER
HALF LENGTH WITH NON-HARDENING BITUMINOUS PAINT TO

PREVENT BONDING, PAINTED LENGTH TO BE LOCATED IN END
CAP DOWEL BARS TO BE PLACED AT MID—-DEPTH ———

——25 x 25 REBATE SEALED WITH APPROVED BITUMINOUS
SEALING COMPOUND HOT WEATHER GRADE

MESH REINFORCEMENT
STOPPED 50 SHORT QF JOINT

— POLYTHENE SHEETING

CONCRETE SLAB —‘
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PLASTIC OR CARDBOARD END CAP, —— 25 COMPRESSIBLE FIBRE
75 MIN. OVERLAP CONTAINING 25 OF EXPANSION JOINT FILLER
COMPRESSIBLE MATERIAL 25
| EQUAL | | EQUAL |

EXPANSION JOINT
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Cad Ref.

#12 M.S. TIE BARS 400

LONG AT 300 C/C PAINTED

OVER HALF LENGTH WITH

NON—HARDENING BITUMINOUS
PAINT TO PREVENT BONDING

CONCRETE SLAB—

25 x 25 REBATE SEALED WITH
APPROVED BITUMINOUS SEALING
COMPOUND HOT WEATHER GRADE

——MESH REINFORCEMENT

STOPPED 50 SHORT OF JOINT

—— POLYTHENE SHEETING
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CONTRACTION JOINT
SCALE 1 : 10
| 300 |
— -
VERGE OR
FOOTWAY —— 300 STEEL FLOAT TROWELLED

\V4

CONCRETE SLAB

FINISH TO CHANNEL

GROOVE TO THE SPECIFIED WIDTH AND
DEPTH FORMED BY SAW CUTTING OR

NOTES :

———— SUB-BASE

EDGE DETAIL

SCALE 1 : 10

1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. MAXIMUM SPACING OF JOINTS IS 25m, EVERY THIRD JOINT TO BE AN EXPANSION JOINT.

BY APPROVED GROOVE FORMING STRIP
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JOINT SEAL DETAIL

SCALE 1 :5

3. LONGITUDINAL JOINTS ARE TO BE PROVIDED TO LIMIT SLAB WIDTH TO LESS THAN 4.5m.

4. EXPANSION JOINTS MAY BE REPLACED BY CONTRACTION JOINTS IF ROAD IS CONSTRUCTED DURING THE SUMMER.

5. OVERLAP TO MESH REINFORCEMENT TO BE 450 MIN.
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