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Cad Ref.

| 380 APPROX. |

SHAPE OF LOGO TO |
DRG. NO. WSD 7.17

SIZE OF CHINESE CHARACTERS
IS 18 x 18

® X % % ® m/ % g
2 | DUCT WSD  CABLE DUCT T
| 235 | | o

TYPICAL PATTERN OF IDENTIFICATION TAPE

150 WIDE IDENTIFICATION
TAPES WRAPPED ON DUCTS
USING ADHESIVE TAPES AT
1000 C/C INTERVAL MAX.

4 BACKFILL 4 BACKFILL

$100 $150

TYPICAL CABLE DUCT CROSS—SECTIONS

NOTES :

1. ALL DIMENSIONS ARE IN MILLIMETRES.

2. IDENTIFICATION TAPES SHALL BE POLYTHENE SHEETING OF 0.tmm NOMINAL THICKNESS AND OF ULTRA MARINE BLUE COLOUR
TO CODE 20E53 OF BS 5252F. WSD LOGO AND WORDING SHALL BE IN BLACK COLOUR TO CODE OOES53 OF BS 5252F.

3. IDENTIFICATION TAPES SHALL BE WRAPPED ON DUCT WITH THE PRINTED PATTERN FACING UPWARD. IDENTIFICATION TAPES SHALL

TERMINATE AT EXTERNAL FACES OF CABLE DRAWPITS.
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